
OVERVIEW

Key features

Pure Dyson audio 
Engineered for ultra-low distortion, 
ensuring absolute clarity in bass, mids  
and highs at any given volume.

Advanced noise cancelling
11 microphones feature within the 
product. The ANC system uses eight to 
reduce the sound of the city up to 38 dB; 
these microphones monitor surrounding 
sounds 384,000 times a second.

Pure air
Magnetic visor delivers purified air, 
comfortably and hygienically – without 
touching your face.

Captures ultrafine particulates  
and fumes
Electrostatic filter removes 99% of 
pollutants as small as 0.1 microns.1

1. Filter efficiency tested to ISO 29463 adapted at max flow setting by an independent 
third-party laboratory. Capture rates may differ depending on real life usage. 
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Pure audio. 
Pure air.  
Anywhere.
The Dyson Zone™ headphones provide a 
pure, immersive listening experience and 
on-the-go air purification when you need 
it. Following five years of research and 
development, the headphones deliver 
up to 50 hours3 of ultra-low distortion, 
advanced noise cancellation and faithful, 
full-spectrum audio reproduction.

ROW



Audio

TECH SPECS

Filter Efficiency

Power 

Connectivity

Frequency Response  
6Hz - 21kHz 

Distortion 
0.08%  @ 94dB 1kHz

Codecs 
SBC
AAC
LHDC
 

ANC 
Up to 38 dB
Total attenuation 
up to 40 dB

Speaker Size
40 mm

Speaker Magnet 
Neodymium

Microphones 
8 ANC 
2 Noise reduction  
1 Telephony

Filter Efficiency 
(PM0.1) 
99 %

Gaseous  
Capture  
NO2, SO2, O3

Filter Life2 
Up to 12 months

Battery Type 
2x Lithium Ion Units

Battery Capacity
2,600 mAh

Min Charge Power
0.5 A, 5 V

Runtime Whilst  
Charging  
(2.4 A+) Infinite

Charge Port
USB-C

Charge Time 
100%  3 hrs

Runtime3

Audio  Up to 50 hrs
Low flow  Up to 4 hrs
Mid flow  Up to 2.5 hrs
High flow Up to 1.5 hrs

Bluetooth 5.0  
Enabled

Bluetooth Low Energy 
(MyDyson™ App) 
Enabled

Bluetooth Profiles
A2DP
AVRCP
HFP 

MyDyson™ App
Enabled

3.5mm - USB-C In 
(Audio)
Enabled

Telephony (via BT)
Enabled

On-Product Sensing AQ Sensing  
NO2 

Head Detection
Enabled

Transparency Mode
Enabled

Auto Mode  
(user activity detect) 
Accelerometer
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2. Usage, flow modes and market may affect life.
3. Performance may vary based on environmental conditions and usage.



Accessories

Weight
and dimensions

Range

Satin Silver/ 
Ultra Blue 
Retail

Ultra Blue/ 
Prussian Blue
Retail

Prussian Blue/ 
Bright Copper 
Dyson Direct

1x pair of electrostatic 
carbon filters

Visor cleaning brush

USB-C charging cable

Visor sleeve

‘Quarter Turn’ hard case

1x pair of electrostatic 
carbon filters

Visor cleaning brush

USB-C charging cable

Visor sleeve

‘Quarter Turn’ hard case

 
 

2x pair of electrostatic 
carbon filters

Visor cleaning brush

USB-C charging cable

Visor sleeve

Explorer case

In-Flight adaptor kit

Soft pouch

RANGE

Weight (no visor)
595g

Weight (with visor)
670g

210mm

20
0m

m

240mm
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